EXISTING TYPICAL CROSS SECTION @
®

STA. 334+70.86 TO STA. 363+04.71

STATION EQUATION
STA. 364+50.82 (BK) = STA. 2105+55 (AH)

SUB-SURFACE DRAINS

HMA SHOULDER

CONCRETE MEDIAN SURFACE, 4”

SAND FILLED TO SUB-GRADE

PIPE UNDERDRAINS 4 (SPECIAL)

COMBINATION CONCRETE
CURB & GUTTER

LEVELING BINDER (MM), 1

HMA SURFACE COURSE, 1 1/2”

VW

AGGREGATE SUB-BASE, 4"

STANDARD REINFORCED PCC PAVEMENT, 11 1/4"
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AGGREGATE SUB-BASE, 6”
AGGREGATE SHOULDER, TYPE B
PCC_MEDIAN SURFACE, 4
HMA SHOULDER CONC. CURB & GUTTER, TY B-9.12
LEVELING BINDER (MM), 17
STANDARD REINFORCED PCC PAVEMENT, 10
NOTE: CONC. CURB & GUTTER TRANSITIONS FROM HMA_ SURFACE COURSE, 1 1/2”
8-15.60 TO B-22.30 STA. 359+94.78 TO STA. 361+19.45
(@) STA. 363+04.71 TO STA. 364+50.82 (9)
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AGGREGATE SHOULDER, TYPE B
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